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	SI. No
	T
	I
	P
	Z
	FL
	EL

	1
	0
	1
	-1
	1
	4750
	16

	2
	-1
	1
	1
	-1
	9950
	30

	3
	-1
	1
	1
	1
	4570
	14

	4
	-1
	-1
	1
	-1
	3685
	10

	5
	1
	-1
	-1
	1
	5750
	1

	6
	1
	-1
	-1
	-1
	8050
	7

	7
	1
	1
	-1
	-1
	9250
	28

	8
	-1
	-1
	-1
	-1
	4650
	23

	9
	0
	-1
	-1
	-1
	5973
	12

	10
	-1
	1
	1
	1
	4700
	15

	11
	1
	1
	1
	-1
	10065
	36

	12
	-1
	1
	0
	-1
	9734
	38

	13
	-1
	0
	-1
	-1
	5920
	28

	14
	1
	1
	0
	1
	5900
	28

	15
	0
	0
	0
	1
	2600
	6

	16
	-1
	1
	-1
	-1
	9300
	40

	17
	-1
	-1
	0
	1
	2750
	3

	18
	0
	0
	0
	1
	2700
	4

	19
	1
	-1
	1
	1
	3524
	7

	20
	1
	-1
	0
	-1
	8000
	12

	21
	1
	-1
	1
	1
	3528
	8

	22
	-1
	1
	-1
	1
	4535
	18

	23
	-1
	-1
	0
	1
	2550
	3

	24
	1
	-1
	1
	-1
	7250
	12

	25
	1
	1
	0
	1
	6500
	30

	26
	1
	1
	1
	-1
	9500
	35



