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Abstract 
This work examines the influence of key thermophysical parameters on the 
magnetohydrodynamic flow of a Casson nanofluid induced by a linearly stretching 
surface under the action of a transverse magnetic field, thermal radiation, and 
internal heat generation or absorption. By introducing suitable similarity variables, 
the governing transport equations are transformed into a coupled set of nonlinear 
ordinary differential equations. The resulting boundary value problem is solved 
numerically using a shooting technique combined with a fourth-order Runge–Kutta 
algorithm, with validation performed through MATLAB’s bvp4c solver. The numerical 
findings reveal that strengthening the magnetic field significantly retards the fluid 
motion while simultaneously elevating the temperature and concentration 
distributions due to enhanced Lorentz force effects. An increase in the chemical 
reaction parameter leads to a reduction in velocity, thermal, and concentration fields 
because of intensified reactive interactions. Furthermore, the Dufour number exerts 
a negligible influence on the velocity profile but contributes to higher temperature 
levels and amplified concentration through cross-diffusion effects. In contrast, 
increasing the Schmidt number diminishes velocity, temperature, and concentration 
distributions owing to weakened mass diffusivity. 

Keywords: Non-Newtonian; Schmidt number, Chemical Reaction, Boundary Layer, 
Heat and Mass Transport. 

Introduction 
Boundary-layer flow and transport processes involving non-Newtonian 

nanofluids over stretching surfaces have become a focal point of contemporary 
research because of their broad relevance to thermal management, polymer 
manufacturing, chemical engineering operations, and biomedical systems. In these 
configurations, momentum, thermal, and species transport mechanisms are strongly 
interlinked, particularly when additional physical effects such as magnetic fields and 
volumetric heat generation or absorption are present. Magnetohydrodynamic (MHD) 
nanofluid flows enable effective regulation of heat and mass transport in electrically 
conducting fluids, making them suitable for applications ranging from high-efficiency 
cooling technologies to biomedical flow control. The dispersion of nanoparticles 
within conventional base fluids significantly enhances effective thermal conductivity, 
leading to improved heat transfer performance in systems operating under high 
thermal loads and compact design constraints [1,2]. Characteristics able non-
Newtonian constitutive models, the Casson fluid formulation has attracted 
considerable attention due to its ability to represent yield stress behavior, which is 



 

characteristic of materials such as blood, biological fluids, food pastes, and industrial 
suspensions. When Casson fluids are exposed to externally applied magnetic fields, 
Lorentz forces arise that oppose fluid motion and substantially modify the velocity 
field as well as the associated thermal and concentration distributions. Such MHD 
effects are particularly advantageous in practical applications including magnetic 
drug targeting, electromagnetic flow control, and metallurgical processing operations 
[3]. In high-temperature environments, radiative heat transfer plays a significant role 
in shaping the thermal boundary layer, while cross-diffusion mechanisms; namely 
thermophoresis and the Dufour effect, introduce additional coupling between 
temperature and concentration gradients. Furthermore, chemical reactions within the 
flow domain can either enhance or attenuate species diffusion depending on their 
kinetics, thereby influencing overall mass transport behavior [4,5,5a–5h]. 

A variety of studies have explored Casson nanofluid flows under different 
combinations of physical effects. Radiative mixed convection over permeable 
stretching surfaces with internal heat generation was investigated in [6], with 
particular emphasis on the roles of Brownian motion and thermophoresis in 
modifying thermal and concentration fields. The influence of Joule heating, suction, 
and thermal radiation on MHD Casson nanofluid flow over nonlinearly stretching 
surfaces was reported in [7], where pronounced variations in thermal boundary-layer 
thickness were observed. Investigations involving micro-hybrid and Casson-hybrid 
nanofluids in inclined channels demonstrated that convective heating enhances 
velocity and temperature distributions while affecting entropy generation 
characteristics [8]. Related numerical studies addressing convective heat transfer 
efficiency, entropy production, and energy optimization in nanofluid-filled channels 
were presented in [9], while reactive hydro-magnetic Casson fluid flow with 
sinusoidal boundary conditions was examined in [10]. The effects of unsteadiness 
and porous media on MHD Casson fluid flow have also received attention. Mixed 
convection over nonlinear stretching sheets embedded in porous media under 
magnetic influence was analyzed in [11]. Three-dimensional MHD nanofluid flows 
near rotating disks incorporating Brownian motion, thermophoresis, and Joule 
dissipation were examined in [12], revealing enhanced nanoparticle migration 
induced by Ohmic heating. In addition, the influence of Soret and Dufour cross-
diffusion mechanisms has been investigated for Casson nanofluid flows over 
stretching sheets with heat source or sink and chemical reactions [13], vertical 
porous plates [14], and oscillatory peristaltic flows in porous structures [15]. At the 
nanoscale, Brownian motion and thermophoresis play a dominant role in governing 
coupled heat and mass transport. Brownian diffusion enhances microscopic mixing 
through random particle motion, while thermophoresis drives nanoparticles from 
regions of higher temperature toward lower temperature zones, significantly altering 
concentration distributions [16,17]. These mechanisms influence thermal and solutal 
boundary-layer thicknesses and modify surface heat and mass fluxes, as reported in 
[18]. Recent investigations have extended these concepts to hybrid and bio-
nanofluids, including Casson–Williamson nanofluids [19] and blood-based Casson 
nanofluids subjected to MHD effects with viscous and Ohmic dissipation [20,21]. 
Studies incorporating induced magnetic fields, Soret–Dufour coupling, suction or 
injection, and multi-slip boundary conditions further demonstrate the complexity of 
transport phenomena in Casson nanofluid systems [22–26]. 

Despite the extensive literature, several aspects remain inadequately explored. 
Chemical investigations addressing the combined influence of the Schmidt number, 



 

chemical reaction parameter, and Dufour effect on mass transfer in Casson 
nanofluids are limited. The coupled impact of nanoparticle dynamics, specifically 
Brownian motion and thermophoresis in the simultaneous existence of magnetic 
fields, thermal radiation, heat source/sink effects has not been fully clarified. 
Moreover, although numerous studies focus on nonlinear stretching surfaces or 
hybrid nanofluids, analyses involving linearly stretching sheets that incorporate all of 
these interacting mechanisms remain scarce. The role of the Schmidt number in 
regulating concentration fields alongside chemical reactions and Dufour-induced 
heat flux therefore warrants further investigation. 

In view of these gaps, the present study investigates the combined effects of the 
Schmidt number, chemical reaction rate, Dufour number, magnetic field strength, 
and nanoparticle transport mechanisms on the MHD flow of a Casson nanofluid over 
a linearly stretching sheet in the presence of thermal radiation and internal heat 
generation or absorption. The results provide new insight into the coupled heat and 
mass transfer behavior of Casson nanofluids, with potential relevance to industrial 
thermal systems and biomedical flow applications. 
 
Flow Problem 

A steady, two-dimensional laminar boundary-layer flow of an electrically 
conducting nanofluid over a stretching surface is considered. The sheet is assumed 
to stretch linearly in its own plane, generating a velocity field that varies 
proportionally with the distance from the origin. The flow is subjected to a uniform 
transverse magnetic field, while the associated heat and mass transfer processes 
are influenced by thermal radiation, chemical reaction effects, and cross-diffusion 
mechanisms arising from the Soret and Dufour phenomena. As illustrated in Figure 
1, the stretching surface lies along the x-direction, and the fluid occupies the region 
above the sheet, 𝑦 >  0, where y represents the coordinate normal to the surface. 
The stretching velocity of the sheet is prescribed as ݑ௪(ݔ) = ܽ with ,ݔܽ > 0 denoting 

a constant stretching rate. A uniform magnetic field of strength 0ܤ is imposed 
normal to the sheet (along the 𝑦 −direction), which interacts with the electrically 
conducting nanofluid and alters the flow characteristics through electromagnetic 
effects. 

 

 
Figure 1: Geometry of the problem 



 

Under the stated flow assumptions, the governing momentum and energy 
equations account for the combined influences of thermal radiation, viscous 
dissipation, internal heat generation or absorption, and nonlinear buoyancy effects 
arising from both temperature and concentration variations. The nanofluid transport 
is modeled using the Buongiorno formulation [27], which incorporates nanoparticle 
diffusion mechanisms associated with Brownian motion and thermophoresis. In 
addition, cross-diffusion effects due to the Soret and Dufour phenomena are 
included to capture the coupled nature of heat and mass transfer processes. The 
species concentration equation further incorporates a first-order homogeneous 
chemical reaction to describe reactive mass transport within the boundary layer. 

Accordingly, the governing system of partial differential equations describing the 
flow is expressed as follows: ߲ݔ߲ݑ + 𝑦߲ݒ߲ = 0,                                                                                                                                         (1) 

ݑ ݔ߲ݑ߲ + ݒ 𝑦߲ݑ߲ = ϑ (1 + (ߛ1 ߲2u߲𝑦2 + ܶ ) ்ߚ݃ −  ∞ܶ) + ܥ)஼ߚ݃ − (∞ܥ − σܤை2ߩݑ௡௙ ,                          (2) 

ݑ ݔ߲߲ܶ + ݒ ߲߲ܶ𝑦 = ߙ ߲2߲ܶ𝑦2 + ௡௙(௣ܿߩ)1ܳ (ܶ − ∞ܶ) + ߬ ஻ܦ) 𝑦߲ܥ߲ ߲߲ܶ𝑦 + ܶ∞்ܦ (߲߲ܶ𝑦)2) − ௙(ܿߩ)1 +௥߲𝑦ݍ߲ ௦ܥ௣ܥ௧ܭܦ 𝑦2߲ܥ2߲  ,                                                                                                              (3) 

ݑ ݔ߲ܥ߲ + ݒ 𝑦߲ܥ߲ = ஻ܦ 𝑦2߲ܥ2߲ + ܶ∞்ܦ ߲2߲ܶ𝑦2 − ܥ)௥ܭ − (∞ܥ + ௧௠ܶܭܦ  ߲2߲ܶ𝑦2  .                                               (4) 

Subject to the boundary conditions: ݑ = (ݔ)௪ݑ = ݒ     ,ݔܽ = 0,      ܶ = ௪ܶ(ݔ),    ܥ = 𝑦       ݐܽ      ,(ݔ)௪ܥ = ݑ  (5)                               ,0 → 0,     ܶ → ܥ     ,ܶ∞ → 𝑦       ݏܽ        ,∞ܥ → ∞.                                                                          (6) 

Where, ݑ, ,ݔ are velocity components along the ݒ 𝑦 −axis of the flow, ߴ is the 
kinematic viscosity, ߚ is Casson fluid parameter, ߙ is thermal diffusivity of the flow, ்ܦ and ܦ஻ are the coefficients of the thermophoresis and Brownian diffusions 
respectively, ߩ is density of the fluid, ߬ is the ratio of heat capacity of nano-sized 
particle to the heat capacity of base fluid, ௪ܶ(ݔ) represents the variable temperature 
of the surface, while ܥ௪(ݔ) is concentration sheet variable, ∞ܶ and ܥ∞ are the free 

stream temperature and concentration respectively, ܶ is the temperature of the fluid, 
and ܥ is the dimensional concentration in the fluid. Given the expression for 
Roseland term as ݍ௥ = ∗ܭ3∗ߪ4 ߲ܶ4߲𝑦   ,                                                                                                                                  (7)   
where ߪ∗ is the expression for Stefan-Boltzmann, ܭ∗ is the mean absorption 

coefficient, ܶ4 is the linear function of temperature ܶ. The expansion of ܶ4 is done 
by Taylor series about the free stream temperature ∞ܶ, truncating after second term 
and neglecting higher order term equation (7) becomes 



 

ܶ4 = 4( ∞ܶ3)ܶ − 3( ∞ܶ4 ) .                                                                                                                      (8) 

Making use of equations (7) and (8), equations (3) reduce to 

ݑ ݔ߲߲ܶ + ݒ ߲߲ܶ𝑦 = ߙ) + (௙(ܿߩ)∗ܭ3∗ߪ16 ߲2߲ܶ𝑦2 + ௡௙(௣ܿߩ)1ܳ (ܶ − ∞ܶ) + ߬ ஻ܦ) 𝑦߲ܥ߲ ߲߲ܶ𝑦 + ܶ∞்ܦ (߲߲ܶ𝑦)2)
− ௙(ܿߩ)1 ௥߲𝑦ݍ߲ + ௦ܥ௣ܥ௧ܭܦ 𝑦2߲ܥ2߲  ,                                                                                       (9) 

subject to the boundary conditions ݑ = (ݔ)௪ݑ = ݒ     ,ݔܽ = 0,      ܶ = ௪ܶ(ݔ),    ܥ = 𝑦      ݐܽ      ,(ݔ)௪ܥ = ݑ  (10)                              ,0 → 0     ܶ → ܥ     ܶ∞ → 𝑦   ݏܽ        ∞ܥ → ∞.                                                                              (11) 

Introducing similarity variables of equations (12) – (15), Equations (1) – (4) with 
boundary conditions (10) and (11) are non-dimensionalized. ߟ = (ܽߴ) 𝑦  ,   ݑ = ݔ߲߲߰ ݒ   , = − ݔ߲߲߰   ,    ߰ =  (12)                                                         ,(ߟ)݂ݔ12(ߴܽ)

ݑ = ݒ   ,′݂ݔܽ = (ߟ)ߠ (13)                                                                                                         ,(ߟ)12݂(ߴܽ)− = ܶ − ∞ܶ( ௪ܶ − ∞ܶ),                                                                                                                            (14) 

(ߟ)߶ = ܥ − ௪ܥ)∞ܥ −  (15)                                                                                                                          .(∞ܥ

Applying Equations (7), (12) – (15) on Equations (1) – (2), (4), (9) – (11), it is 
observed that the continuity Equation (1) is satisfied while Equations (2), (4), and (9) 
reduces to: (1 + (ߛ1 (ߟ)′′′݂ − 2((ߟ)′݂) + (ߟ)′′݂(ߟ)݂ + (ߟ)ߠ௧ݎܩ + (ߟ)߶௦ݎܩ − (ߟ)′݂ܯ = ݎ1ܲ  (16)            0  (1 + 43ܴ ) (ߟ)′′ߠ + (ߟ)′ߠ(ߟ)݂ + (ߟ)ߠݎ1ܲܳ + ܾܰ߶′(ఎ)(ߟ)′ߠ + (ߟ)′2ߠݐܰ + =(ߟ)′′߶݂ܦ (ߟ)′′߶ (17)                                                                                                                             0 + (ߟ)′߶(ߟ)݂ܿܵ + ( ௧ܰ௕ܰ + (ݎܵ ′′ߠ − (ߟ)߶ܿܵݎܭ = 0.                                                    (18) 

With dimensionless conditions ݂(0) = 0,   ݂′(0) = (0)′ߠ   ,1 = (ߟ)߶   ,1 = 1 ,                                                                        (19) ݂′ → 0; ߠ    → 0 ;    ߶ → 0 ,                                                                                                              (20) 

and governing parameters ݎܩ௧ = ௚ఉ(்ೢ −்∞)௔2௫ ௦ݎܩ , = ௚ఉ∗(஼ೢ−஼∞)௔2௫ ܯ , = ఙ೙೑஻೚2ఈఘ೙೑ ݎܲ , = ణఈ, ܴ = 4ఙ∗ ∞்3ఈ್೑௞∗(ఘ௖೛)೙೑ 



 

ܾܰ = ఛ஽ಳ(஼ೢ−஼∞)ఈ ݐܰ , =  ఛ஽೅(்ೢ − ∞்)ఈ ∞் , 
ே௧ே௕ = ஽೅஽ಳ ∞் (்ೢ − ∞்)(஼ೢ−஼∞), ݂ܦ = ஽೅௄೟(஼ೢ−஼∞)ఈ஼೛஼ೞ(்ೢ − ∞்) ܵܿ = ௩஽ಳ, ܵݎ = ஽೅௄೟(்ೢ − ∞்)஽ಳ ೘்(஼ೢ−஼∞). 

 
Numerical Scheme 

To obtain the numerical solutions to Equations (16) - (18) with dimensionless 
conditions (19) – (20), set ܺ1 =  ݂;  ܺ2 =  ݂′;   ܺ3 =  ݂′′;    ܺ4 = 5ܺ   ;ߠ  = ;′ߠ     ܺ6 = ߶;   ܺ7 = ߶ ,                         (21) 

using Equation (21), Equations (16) - (18) becomes ܺ1′ =  ܺ2                                                                                                                                            (22) ܺ2′ = ܺ3                                                                                                                                             (23) 

 ܺ3′ = − (ܺ1ܺ2 − ܺ22 − ௧ܺ4ݎܩ − ௦ܺ6ݎܩ + 21ܺܯ + ߛ1  )                                                                  (24) 

ܺ4′ = ܺ5                                                                                                                                              (25) 

ܺ5′ =  −ܺ1ܺ2 − 4ܺݎ1ܲܳ − ܾܰܺ7ܺ5 − 52ܺݐܰ − ݎ71݂ܲܺܦ (1 + 43ܴ )                                                            (26) 

ܺ6′ = ܺ7                                                                                                                                              (27)  ܺ6′ = −ܵ஼ܺ1ܺ7 − ( ௧ܰ௕ܰ + (ݎܵ ܺ5′ −  (28)                                                                          6ܺ ܿܵ ݎܭ

with initial conditions ܺ1(0) = 0,   ܺ2(0) = 1,   ܺ3(0) = (0)4ܺ   ,1ݏ = 0,   ܺ5(0) = (0)6ܺ ,2ݏ = 0,   ܺ7(0)=  (29)                                                                                                                         3ݏ

where 1ݏ = 2ݏ ,′′݂ = 3ݏ and ′ߠ = ߶′ are the guessed points until convergence. 

The numerical solutions are obtained by Runge–Kutta fourth order scheme 
with shooting techniques implemented using MATLAB bvp4c. Some of the physical 
quantities of interest are the skin friction coefficient, the wall heat transfer coefficient 
(Sherwood number) and mass transfer coefficients (Nusselt number) given by ݂ܥ = ߬012 2∞ܷߩ ݑܰ   , = )ߢ௪ݍ ௪ܶ − ∞ܶ) , ܵℎ = ݆௪ܥ)ߢ௪ −  (30)                                                     (∞ܥ

where ߬0 = ߤ  (డ௨డ௬)௬=0 ,    ݍ௪ = ߢ− డ்డ௬ |௬=0 ,    ݆௪ = ஻ܦ− డ஼డ௬ |௬=0. Using the similarity 

transformations (12) - (15), the non-dimensional forms of Equation (30) become 



 

݂ܥ =  2݂′′(0)ܴ݁12 ݑܰ   , = ℎܵ     ,12ܴ݁(0)′ߠ− = −߶′(0)ܴ݁12.                                                        (31) 

Where ݑܰ ,݂ܥ, and ܵℎ are the Shear stress, Heat and Mass transfer respectively, ݂′′(0), (0)′ߠ and ߶′(0) are the values of the second and first derivatives of the 
dimensionless stream function for temperature, and concentration profiles evaluated 
at the surface ߟ = 0. These quantities represent the reduced skin friction coefficient, 
reduced Nusselt number, and reduced Sherwood number respectively. 
 
Results and Discussions 

The present investigation focuses on elucidating the combined influence of the 
Dufour effect and nanoparticle transport mechanisms on magnetohydrodynamic 
Casson nanofluid flow over a linearly stretching surface, accounting for thermal 
radiation and internal heat generation or absorption. Through the application of 
suitable similarity transformations, equations (1)– (4), subject to Equations (5)– (6), 
reduces to equations (16)– (18), with dimensionless conditions (19)– (20), using the 
defined similarity variables of Equations (12)– (25). For numerical treatment, the 
resulting higher-order system is first reformulated into an equivalent set of first-order 
equations and subsequently solved using the shooting method combined with a 
fourth-order Runge–Kutta integration scheme. Numerical implementation and 
solution validation are carried out using the MATLAB bvp4c solver. 

The numerical computations of the governing thermophysical parameters for 
velocity, temperature, and concentration fields, are presented in Table 1 and 
illustrated graphically in Figures 2–19. Parameter values are selected in accordance 
with previously published studies to ensure physical relevance, namely:   ܯ = ݐܰ,5 = 0.2, ܾܰ = 0.1, ܵܿ = 0.63, ݎܭ = 0.8, ݂ܦ = 0.12. 

Table 1. Wall transport metrics for parameter sweeps ݑܰ ݂ܥ ݂ܦ ݎܭ ܿܵ ܾܰ ݐܰ ܯ ܵℎ 
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-2.587229672 
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-1.467831448 
-3.291257348 
-3.295987474 
-3.301616159 
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-3.288244164 
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-3.29206345 
-3.294076261 
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-3.282464596 
-3.285876714 
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-3.295389696 
-3.293545998 
-3.291949547 

0.015456319 
-3.03617283 
0.037943906 
-3.609849488 
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0.219902429 
0.245194001 
0.184380678 
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0.16442255 
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0.236746567 
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0.193005865 
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-1.400440391 
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-1.356636521 
-1.648722882 
-1.951480749 
-2.257533413 
-2.593450613 
-1.594877798 
-1.373457241 
-1.285704396 
-1.460416195 
-1.496238915 
-1.531940581 
-1.567516139 
-1.314282611 
-1.389159298 
-1.451872209 
-1.495281594 
-1.667826164 
-1.63561217 
-1.578672736 
-1.467008983 



 

 
Influence of Magnetic Field Parameter 

Fig. 2–4 illustrate the response of velocity, temperature, and concentration 
profiles to variations in the magnetic field parameter ܯ. As depicted in Fig. 2, 
increasing ܯleads to a pronounced reduction in velocity throughout the boundary 
layer, accompanied by a contraction of its thickness. This deceleration is attributed 
to the Lorentz force generated by the applied magnetic field, which introduces an 
electromagnetic resistance opposing fluid motion. Such behavior is well 
documented in earlier MHD flow studies [25–26]. 

 
Figure 2. Effects of ܯ on velocity profiles 

 
Figure 3 shows that higher values of ܯenhance the temperature distribution 

and increase the thermal boundary-layer thickness. The suppression of fluid motion 
weakens convective heat transport, allowing thermal energy to accumulate near the 
surface and diffuse further into the fluid domain. Consequently, temperature decay 
with distance from the wall is delayed, in agreement with observations reported in 
[28–29]. A similar trend is observed in Figure 4 for the concentration field, where 
increasing ܯresults in a thicker solutal boundary layer. The Lorentz force inhibits 
convective mixing, promoting stronger species retention within the boundary layer 
and yielding elevated concentration levels in the outer region, consistent with 
[30,31]. 
 

 
Figure 3. Effects of  ܯ on temperature profiles 

 



 

 
Figure 4. Effects of  ܯ on concentration profiles 

 
Effect of Brownian Motion Parameter 

The influence of the Brownian motion parameter ܾܰ on velocity, temperature, 
and concentration distributions is presented in Figure 5–7. Figure 5 demonstrates 
that variations in ܾܰ have an almost negligible effect on the velocity profiles, as the 
curves nearly overlap. This outcome is expected since ܾܰ does not explicitly appear 
in the momentum equation but rather influences the energy and concentration 
equations. Only minor deviations near the wall region (ߟ ≈ 1–2) suggest weak 
indirect coupling effects. Overall, the velocity boundary layer remains largely 
insensitive to changes in ܾܰ, in agreement with [32,34]. 

In contrast, Figure 6 reveals a noticeable impact of ܾܰ on temperature profiles. 
As ܾܰ increases from 0.1 to 0.4, the temperature near the wall decreases more 
rapidly, indicating enhanced thermal diffusion caused by intensified nanoparticle 
random motion. Stronger Brownian motion promotes more effective energy 
redistribution away from the surface, resulting in a thinner thermal boundary layer 
and improved heat transfer characteristics. 

 

 
Figure 5. Effects of ܾܰ on velocity profiles 

 



 

 
Figure 6. Influence of ܾܰ on temperature profiles 

 

 
Figure 7. Effects of ܾܰ on concentration profiles 

 
Figure 7 illustrates the corresponding effect on concentration profiles. Increasing ܾܰ 
slightly raises near-wall concentration levels while significantly reducing peak 
concentrations within the mid-boundary layer. This behavior reflects enhanced 
nanoparticle diffusion away from regions of accumulation, leading to a thinner 
solutal boundary layer and a more uniform concentration distribution. These 
observations are consistent with the findings reported in [16,32–33]. 
 
Influence of Thermophoresis Parameter 

Figs. 8–10 present the effects of the thermophoresis parameter ܰݐon velocity, 
temperature, and concentration fields. As shown in Fig. 8, increasing ܰݐ produces a 
mild reduction in velocity magnitude near the wall. Physically, stronger 
thermophoretic forces drive nanoparticles away from the heated surface, altering 
local momentum transfer and weakening velocity gradients in the near-wall region. 
The profiles converge in the far field, indicating that thermophoresis predominantly 
affects the boundary layer, which aligns with previous reports [35–37]. 

Fig. 9 demonstrates that higher values of ܰݐsignificantly elevate the 
temperature distribution and increase the thermal boundary-layer thickness. 
Enhanced thermophoretic transport promotes nanoparticle migration, which 
redistributes thermal energy more effectively across the boundary layer. As a result, 



 

heat penetrates deeper into the fluid, consistent with the Buongiorno nanofluid 
framework and earlier findings [34,35,37]. 

The concentration profiles shown in Fig. 10 indicate that increasing ܰݐamplifies both the negative trough near the surface and the positive peak farther 
from the wall. This intensified oscillatory behavior reflects stronger thermophoretic 
nanoparticle migration driven by temperature gradients, leading to enhanced solutal 
diffusion and a thicker concentration boundary layer. These trends corroborate 
results reported in [35–37]. 
 

 
Fig. 8. Effects of ܰݐ on velocity profiles 

 

 
Fig. 9. Effects of ܰݐ on temperature profiles 

 



 

 
Fig. 10. Effects of ܰݐ on concentration profiles 

 
Effect of Chemical Reaction Parameter 

The influence of the chemical reaction parameter ݎܭ on velocity, temperature, 
and concentration profiles is depicted in Figs. 11–13. Fig. 11 shows that increasing ݎܭ suppresses the velocity field near the wall, resulting in a thinner momentum 
boundary layer. This behavior arises from destructive chemical reactions that 
consume solute species and weaken momentum transport. Far from the surface, 
the profiles merge, indicating that chemical reaction effects are confined to the 
boundary layer region, consistent with [32,38]. 

Fig. 12 illustrates that higher values of ݎܭreduce the temperature distribution 
and contract the thermal boundary layer. Stronger chemical reactions diminish 
nanoparticle concentration, thereby limiting thermal diffusion and lowering 
temperature levels near the surface. Similar behavior has been reported in [39,40]. 
As shown in Fig. 13, increasing ݎܭsignificantly decreases peak concentration 
values, reflecting accelerated consumption of solute species and a thinner solutal 
boundary layer. These findings agree well with earlier studies [41–43]. 
 

 
Fig. 11. Effects of ݎܭ against velocity profiles 

 



 

 
Fig. 12. Effects of ݎܭ against temperature profiles 

 

 
Fig. 13. Effects of ݎܭ against concentration profiles 

 
Effect of Dufour Number 

Figs. 14–16 illustrate the influence of the Dufour number ݂ܦ on velocity, 
temperature, and concentration distributions. Fig. 14 indicates that variations in ݂ܦ 
have an insignificant impact on the velocity field, as the curves nearly coincide. This 
is because the Dufour effect contributes to the energy equation rather than directly 
influencing momentum transport. 
 



 

 
Fig. 14. Effects of ݂ܦ on velocity profiles 

 
Fig. 15 shows that increasing ݂ܦ raises the temperature profile and thickens 

the thermal boundary layer. Enhanced cross-diffusion causes mass flux to generate 
additional heat flux, promoting energy accumulation near the surface and deeper 
thermal penetration into the fluid. Fig. 16 demonstrates that higher ݂ܦ values 
amplify concentration overshoots and increase solutal boundary-layer thickness, 
reflecting stronger coupling between heat and mass diffusion. These results are 
consistent with previous studies [44–48]. 
 

 
Fig. 15. Effects of ݂ܦ on temperature profiles 

 



 

 
Fig. 16. Effects of ݂ܦ on concentration profiles 

Effect of Schmidt Number 
The impact of the Schmidt number ܵܿ on velocity, temperature, and 

concentration profiles is presented in Figs. 17–19. As shown in Fig. 17, increasing ܵܿ suppresses the velocity distribution within the boundary layer. Higher ܵܿ values 
correspond to lower mass diffusivity relative to momentum diffusivity, resulting in 
thinner hydrodynamic boundary layers and faster decay of velocity toward the free 
stream. This trend agrees with [4,44]. 

Fig. 18 illustrates that increasing ܵܿ leads to a reduction in temperature 
magnitude across the boundary layer. Lower solutal diffusivity restricts energy 
transport, producing thinner thermal boundary layers and damping oscillatory 
temperature variations. Finally, Fig. 19 shows that higher ܵܿ values significantly 
reduce peak concentration levels and accelerate decay toward equilibrium. 
Reduced mass diffusivity limits solute transport, yielding thinner concentration 
boundary layers, consistent with observations reported in [4,44,46]. 

 

 
Fig. 17. Effects of ܵܿ against velocity profiles 

 



 

 
Fig. 18. Effects of ܵܿ against temperature profiles 

 

 
Fig. 19. Effects of ܵܿ against concentration profiles 

 
1. Summary and Conclusion 

The parametric study highlights the combined influence of magnetic forces, 
nanoparticle transport, thermal–solutal interactions, and reactive mass transfer on 
Casson MHD nanofluid flow over a linearly stretching sheet under heat source/sink 
and radiative effects. The key findings can be summarized as follows: 

1. Increasing ܯ reduces fluid velocity while enhancing both temperature and 
concentration. This is attributed to Lorentz-force-induced resistance, which 
thickens the thermal and solutal boundary layers. 

2. A higher ܾܰ has minimal impact on velocity but promotes thermal and mass 
diffusion, leading to thinner boundary layers and diminishing mid-layer 
concentration peaks. 

3. Increasing ܰݐ slightly suppresses near-wall velocity while significantly raising 
temperature and amplifying concentration gradients, leading to thicker thermal 
and solutal boundary layers. 

4. An increase in the chemical reaction parameter ݎܭ weakens velocity, reduces 
temperature, and suppresses concentration peaks as stronger destructive 
reactions thin the momentum, thermal, and solutal boundary layers.  



 

5. Increasing ݂ܦ does not alter velocity but elevates temperature and enhances 
concentration overshoot by reinforcing cross-diffusion, thus thickening the 
thermal and solutal layers. 

6. Higher ܵܿ decreases velocity, lowers temperature, and diminishes 
concentration peaks due to reduced mass diffusivity, producing uniformly 
thinner hydrodynamic, thermal, and solutal boundary layers. 

The analysis delineates the dominant mechanisms controlling each aspect of 
the flow: magnetic forces primarily regulate the hydrodynamic field, while 
nanoparticle dynamics, Brownian motion and thermophoresis govern energy and 
mass diffusion. Chemical reactions act as uniform depletory of all boundary layers, 
whereas cross-diffusion via the Dufour effect strengthens thermal-solutal coupling. 
Notably, the Schmidt number emerges as a key stabilizing factor, significantly 
moderating all three boundary layers by restricting mass transport. These findings 
offer valuable insights for optimizing coupled heat and mass transfer processes in 
industrial and biomedical systems, including nanofluid-based cooling technologies 
and advanced reactor designs, by identifying which parameters most effectively 
control flow, thermal, and solutal behaviours. 

 
Nomenclature ܤ௢ - Magnetic field strength ܥ - Concentration of nanoparticles ܿ௣ - Specific heat capacity ܥ௪  - Wall stream concentration ܥ∞ - Free stream concentration ܦ஻ - The Brownian diffusion coefficient ்ܦ - Thermophoretic diffusion coefficient ݎܩ௧ - Thermal Grashof parameter ݎܩ௦ -Solutal Grashof parameter ݇-Thermal conductivity ܯ  -Magnetic field parameter 

 ݊ -Velocity index ܾܰ -Brownian parameter ܰݐ - Thermophoretic parameter ܲݎ - Prandtl number ܵܿ - Schmidt number ݎܭ – Chemical reaction ܶ  - Temperature of the fluid within the boundary layer ௪ܶ - Wall stream temperature ∞ܶ - Free stream temperature ݑ - Velocity component in ݔ– direction ݒ - Velocity component in 𝑦– direction ݔ - Coordinate along the plate 𝑦 - Coordinate normal to the plate 

Greek Letters ߙ - Thermal diffusivity  ்ߚ- - Coefficient of thermal expansion ߚ஼ - Coefficient of concentration expansion 



 

 Similarity variable   ߰ - Stream function - ߟ Thermal coefficient of volumetric expansion - ߚ

 ∞  - Evaluation of free stream conditions ߶ - Dimensionless concentration ߩ - Density of fluid ߩ௡௙ - Density of the Nanofluid ߪ - Electrical conductivity  ߭ - Kinematic viscosity ߛ - Casson fluid parameter or Thermal conductivity variation parameter ߬ - Shear stress ݂݊ – Nanofluid 
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